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3.00 Pneumatic Quick Release Couplings 324-406

SECTION 3 Pneumatic QRCs
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Transair®

®

The Original Blue Aluminium Pipework System for Industrial Fluids

Diameters 16.5, 25, 40, 50, 63, 76, 100 and 168 mm

Compressed Air - Vacuum - Neutral Gases

Lower Pressure Drop

Air Quality Class 1-1-1

Safest Connection Technologies

Labour and Installation Time Reduced

Services to Support your Project

Flowtech_Ad Parker Transair 170x232.indd   1 09/01/2024   16:16:26

Your Partner for Air & Other Fluids 
Low Pressure Solutions

Manufactured in Europe
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PLUG PROFILE
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BE RANGES

Male Thread, BSPT
0531 Thread
  B1704M   1/4”
  B1706M   3/8” 
  B1708M   1/2”

Female Thread, BSPP
0531 Thread
  B1704F   1/4”
  B1706F   3/8”
  B1708F   1/2”

Hose Tail 
0531 Thread
  B1704H   1/4” (6mm)
  B1705H   5/16” (8mm)
  B1706H   3/8” (10mm)
  B1708H   1/2” (12mm)

BE-17 Couplings

 Male Thread, BSPT
0531 Thread
  B1702MP   1/8”
  B1704MP   1/4”
  B1706MP   3/8”
  B1708MP   1/2”

 Female Thread, BSPP
0531 Thread
  B1702FP   1/8”
  B1704FP   1/4”
  B1706FP   3/8”

 BE-17 Plugs, Hose Tail 
0531 To Suit Hose ID
  B1704HP   1/4” (6mm)
  B1705HP   5/16” (8mm)
  B1706HP   3/8” (10mm)
  B1708HP   1/2” (12mm)

BE-17 Plugs

 Male Thread, BSPT
0532 Thread
  B1904M   1/4”
  B1906M   3/8”
  B1908M   1/2” 

 Female Thread, BSPP
0532 Thread
  B1904F   1/4”
  B1906F   3/8” 
  B1908F   1/2”

Hose Tail 
0532 To Suit Hose ID
  B1904H   1/4” (6mm)
  B1905H   5/16” (8mm)
  B1906H   3/8” (10mm)
  B1908H   1/2” (12mm)

 Male Thread, BSPT
0532 Thread
  B1902MP   1/8”
  B1904MP   1/4” 
  B1906MP   3/8”
  B1908MP   1/2”

 Female Thread, BSPP
0532 Thread
  B1904FP   1/4”
  B1906FP   3/8”
  B1908FP   1/2”

Hose Tail 
0532 To Suit Hose ID
  B1904HP   1/4”
  B1905HP   5/16”
  B1906HP   3/8”
  B1908HP   1/2” 

BE-19 Couplings

BE-19 Plugs
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BE RANGES

 Male Thread, BSPT
0533 Thread
  B2102M   1/8”
  B2104M   1/4”

 Panel Mounting, Male Thread, BSPP
0533 Thread
  B2102BH   1/8”
  B2104BH   1/4”

 Female Thread, BSPP
0533 Thread
  B2102F   1/8”
  B2104F   1/4”

BE-21 Mini 
Couplings, 
Hose Tail 
0533 To Suit Hose ID
  B2104H   6mm
  B2105H   9mm
  B2106H   3/8” (10mm)

Quick Fit  Tube
0533 To Suit Tube mm
  B2106Q   6 x 4
  B2108Q   8 x 6

 Quick Fit  Panel Mounting
0533 To Suit Tube mm
  B2106QBH   6 x 4
  B2108QBH   8 x 6

 Male Thread, BSPP
0533 Thread
  B2102MP   1/8”
  B2104MP   1/4”

 Female Thread, BSPP
0533 Thread
  B2102FP   1/8”
  B2104FP   1/4”

Hose Tail 
0533 To Suit Hose ID
  B2103HP   3/16” (5mm)
  B2104HP   6mm
  B2105HP   9mm

 BE-21 Mini Couplings

 BE-21 Mini Plugs

Quick Fit
0533 To Suit Tube mm
  B2106QP   6 x 4
  B2108QP   8 x 6

Safety, 
Male Thread, BSPT
0534 Thread
  B2304MPS   1/4” 

 Male Thread, BSPT
0534 Thread
  B2304M   1/4”
  B2306M   3/8”
  B2308M   1/2”

 Female Thread, BSPP
0534 Thread
  B2304F   1/4”
  B2306F   3/8”
  B2308F   1/2”

Hose Tail 
0534 To Suit Hose ID
  B2305H   5/16”
  B2306H   3/8”

 BE-23 ISO Couplings

 BE-23 ISO Plugs

 Male Thread, BSPT
0534 Thread
  B2304MP   1/4”

Female 
Thread, BSPP
0534 Thread
  B2304FP   1/4”
  B2306FP   3/8”

Hose Tail 
0534 To Suit Hose ID
  B2304HP   1/4”
  B2306HP   3/8”
  B2308HP   1/2”
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 BE-25B Brass Couplings

BE-25B Brass Plugs

 Male Thread, BSPT
0535 Thread
  B25B04M   1/4”
  B25B06M   3/8” 
  B25B08M   1/2”

 Female Thread, BSPP
0535 Thread
  B25B04F   1/4”
  B25B06F   3/8”
  B25B08F   1/2”

Hose Tail 
0535 To Suit Hose ID
  B25B05H   5/16” (8mm)
  B25B06H   3/8” (10mm)
  B25B08H   1/2” (13mm)

 Male Thread, BSPT
0535 Thread
  B25B04MP   1/4”
  B25B06MP   3/8”
  B25B08MP   1/2”

Hose Tail 
0535 To Suit Hose ID
  B25B04HP   1/4” (6mm)
  B25B05HP   5/16” (8mm)
  B25B06HP   3/8” (10mm)
  B25B08HP   1/2” (12mm)

BE RANGES

 Male Thread, BSPT
0535 Thread
  B2504M   1/4”
  B2506M   3/8”
  B2508M   1/2”

 Female Thread, BSPP
0535 Thread
  B2504F   1/4”
  B2506F   3/8”
  B2508F   1/2”

Hose Tail 
0535 To Suit Hose ID
  B2504H   1/4” (6mm) 
  B2505H   5/16” (8mm)
  B2506H   3/8” (10mm)
  B2508H   1/2” (12mm)

 Male Thread, BSPT
0535 Thread
  B2502MP   1/8”
  B2504MP   1/4”
  B2506MP   3/8”
  B2508MP   1/2”

 Safety, Male Thread, BSPT
0535 Thread
  B2506MPS   3/8”

 Female Thread, BSPP
0535 Thread
  B2502FP   1/8”
  B2504FP   1/4”
  B2506FP   3/8”
  B2508FP   1/2”

Hose Tail 
0535 To Suit Hose ID
  B2504HP   1/4” (6mm)
  B2505HP   5/16” (8mm)
  B2506HP   3/8” (10mm)
  B2508HP   1/2” (12mm)

BE-25 Couplings

BE-25 Plugs
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 BE-27 High Flow Couplings

 Male Thread, BSPT
0536 Thread
  B2708M   1/2”

 Female Thread, BSPP
0536 Thread
  B2706F   3/8”
  B2708F   1/2”

Hose Tail 
0536 To Suit Hose ID
  B2706H   3/8”
  B2708H   1/2”

Hose Tail 
0536 To Suit Hose ID
  B2706HP   3/8”
  B2710HP   5/8”

 Female Thread, BSPP
0536 Thread
  B2708FP   1/2”

 Male Thread, BSPT
0536 Thread
  B2704MP   1/4”
  B2708MP   1/2”

 BE-27 High Flow Plugs

BE RANGES

Hose Tail 
0538 To Suit Hose ID
  B6806HP   3/8” (10mm)
  B6808HP   1/2” (12mm)

Female Thread, BSPP
0538 Thread
  B6804FP   1/4”
  B6806FP   3/8”
  B6808FP   1/2”

 Male Thread, BSPT
0538 Thread
  B6804MP   1/4”
  B6806MP   3/8” 
  B6808MP   1/2”
  B6812MP   3/4”

Hose Tail 
0538 To Suit Hose ID
  B6806H   3/8” (10mm)
  B6808H   1/2” (12mm)
  B6812H   3/4” (19mm)

 Female Thread, BSPP 
0538 Thread
  B6804F   1/4”
  B6808F   1/2”
  B6812F   3/4”

 Male Thread, BSPP
0538 Thread
  B6808M   1/2”
  B6812M   3/4”

 BE-68 Heavy-duty Couplings

 BE-68 Heavy-duty Plugs
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TWIST-AIR COUPLINGS

 Triple Outlet Connector

3 x Coupling Outlets, 1 x 1/4” BSPP Inlet
9000
M3-TA

 Twist-Air Socket Halves

Male Thread, BSPP
9000 Old Ref Thread Length mm
TAC14M PT8825 1/4” 58
TAC38M PT8827 3/8” 54

Female Thread, BSPP
9000 Old Ref Thread Length mm
TAC14F PT8823 1/4” 55
TAC38F PT8800 3/8” 58

Hose Tail

9000 Old Ref. To Suit 
Hose ID

Length
mm

TAC14HT PT8800/SU4 1/4” 91
TAC516HT PT8800/SU5 5/16” 94
TAC38HT PT8800/SU6 3/8” 96

 Twist-Air Plug Halves - Swivel

Male Thread, BSPP
9000 Old Ref Thread Length mm
TAPS14M PT8836 1/4” 46
TAPS38M PT8838 3/8” 50

Female Thread, BSPP
9000 Old Ref Thread Length mm
TAPS14F PT8834 1/4” 50
TAPS38F PT8804 3/8” 51

Hose Tail

9000 Old Ref. To Suit 
Hose ID

Length
mm

TAPS14HT PT8804/SU4 1/4” 85
TAPS516HT PT8804/SU5 5/16” 88
TAPS38HT PT8804/SU6 3/8” 90

 Twist-Air Plug Halves - Non-swivel

Male Thread, BSPP
9000 Old Ref Thread Length mm
TAP14M PT8808 1/4” 42
TAP38M PT8817 3/8” 41

Female Thread, BSPP
9000 Old Ref Thread Length mm
TAP14F PT8806 1/4” 41
TAP38F PT8802 3/8” 44

Hose Tail

9000 Old Ref. To Suit 
Hose ID Length mm

TAP14HT PT8802/SU4 1/4” 77
TAP516HT PT8802/SU5 5/16” 81
TAP38HT PT8802/SU6 3/8” 83

 Under continuous rotation:
PB 10 bar (145 psi)
Interchangeability:
Twist air PCL series
Flow rate: 900 L/min
Material: Mild steel zinc plated
Application:
General purpose pneumatic twist coupling.

Prom le

Working Temperature:
-15°C to +80°C
Standard seal NBR 

Maximum Static Working Pressure
Static and random rotation:
PB 17 bar (250 psi)
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You might also need
FT Pro Micro One Touch + Plastic Push-in Fittings
see pages 787-791

SERIES 02 SMALL QUICK COUPLINGS

Couplings

Male Thread, Metric
2010 Thread Hex Size mm Length mm
02KAAM03MPX M3 6 19

Tech Sheet 10276

Hose Tail
2010 To Suit Hose ID mm Hex Size mm Length mm
02KATF02MPX 2 6 21

Tech Sheet 10276

Male Thread, Metric
2010 Thread Hex Size mm Length mm
02SFAM03MXX M3 6 11

Tech Sheet 10276

Hose Tail
2010 To Suit Hose ID mm Length mm
02SFTF03MXX 3 13

Tech Sheet 10276

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Material:
Brass and NBR seal (standard series) coupling and plug.
Application:
Medical and dental equipment, robotics instrumentation, 
air brush systems and pneumatic systems.

Plugs

Working Temperature:
-20°C to +100°C
Standard seal NBR

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Promle

3 Pneumatic Quick Release Couplings-1.indd   330 28/02/2024   12:15



331

3 
   

Pn
eu

m
at

ic
 Q

ui
ck

 R
el

ea
se

 C
ou

pl
in

gs
Pn

eu
m

at
ic

 Q
RC

’s

3

SERIES 13 JAPANESE PROFILE

Couplings

Male Thread, BSPT

1310 Thread Hex Size
mm

Length
mm

13KAAK13MPX 1/4” 22 49
13KAAK17MPX 3/8” 22 49
13KAAK21MPX 1/2” 22 53

Tech Sheet 501

Female Thread, BSPP

1310 Thread Hex Size
mm

Length
mm

13KAIW13MPX 1/4” 22 45
13KAIW17MPX 3/8” 22 45
13KAIW21MPX 1/2” 24 48

Tech Sheet 501

Hose Tail

1310 To Suit 
Hose ID

Hex Size
mm

Length
mm

13KATF06MPX 6mm (1/4”) 21 62
13KATF08MPX 8mm (5/16”) 21 62
13KATF10MPX 10mm (3/8”) 21 62
13KATF13MPX 13mm (1/2”) 21 62

Tech Sheet 501

Plugs

Male Thread, BSPT

1310 Thread Hex Size
mm

Length
mm

13SFAK13SXN 1/4” 14 37
13SFAK17SXN 3/8” 17 37
13SFAK21SXN 1/2” 22 44

Tech Sheet 501

Female Thread, BSPP

1310 Thread Hex Size
mm

Length
mm

13SFIW13SXN 1/4” 17 33
13SFIW17SXN 3/8” 19 33
13SFIW21SXN 1/2” 24 36

Tech Sheet 501

Hose Tail
1310 To Suit Hose ID Length mm
13SFTF06SXN 6mm (1/4”) 48
13SFTF08SXN 8mm (5/16”) 48
13SFTF10SXN 10mm (3/8”) 48
13SFTF13SXN 13mm (1/2”) 48

Tech Sheet 501

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus 03, 
Nitto Kohki 200 (Japan) 

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material:
Brass and NBR seal (standard series) coupling.
Application:
General purpose pneumatic coupling

Promle
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SERIES 14 ARO PROFILE

Couplings

Male Thread, BSPP

2210 Thread Hex Size
mm

Length 
mm

14KAAW13MPX 1/4” 22 43
14KAAW17MPX 3/8” 22 43
14KAAW21MPX 1/2” 22 46

Tech Sheet 502

Female Thread, BSPP

2210 Thread Hex Size
mm

Length
mm

14KAIW13MPX 1/4” 22 43
14KAIW17MPX 3/8” 22 43
14KAIW21MPX 1/2” 24 46

Tech Sheet 502

Hose Tail

2210 To Suit 
Hose ID mm

Hex Size
mm

Length
mm

14KATF06MPX 6 21 60
14KATF08MPX 8 21 60
14KATF09MPX 9 21 60
14KATF10MPX 10 21 60
14KATF13MPX 13 21 60

Tech Sheet 502

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Rectus 22, ARO 210, Parker 50, 
JWL 522, JWL 532.

Working Temperature:
-20°C to +100°C
Standard Seal NBR

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material:
Brass and NBR seal (standard series) coupling.
Application:
General purpose pneumatic coupling

Promle

Plugs

Hose Tail
2210 To Suit Hose ID Length mm
22SFTF06SXN 6 49
22SFTF08SXN 8 49
22SFTF10SXN 10 49
22SFTF13SXN 13 49

Tech Sheet 30001

Female Thread, BSPP

2210 Thread Hex Size
mm

Length
mm

22SFIW13SXN 1/4” 17 35
22SFIW17SXN 3/8” 19 35
22SFIW21SXN 1/2” 24 38

Tech Sheet 30001

Male Thread, BSPT

2210 Thread Hex Size
mm

Length
mm

22SFAK13SXN 1/4” 14 41
22SFAK17SXN 3/8” 17 41
22SFAK21SXN 1/2” 22 46

Tech Sheet 30001
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Material:
Brass nickel plated, thermoplastic sleeve, NBR seal.
Application:
General purpose pneumatic coupling, self-venting on 
disconnection as per ISO 4414.

Male Thread, BSPT

0194 Thread Hex Size 
mm

Length 
mm

14KEAK13MPN 1/4” 22 58
14KEAK21MPN 1/2” 24 63

Female Thread, BSPP

0194 Thread Hex Size 
mm

Length 
mm

14KEIW13MPN 1/4” 22 57
14KEIW17MPN 3/8” 22 57
14KEIW21MPN 1/2” 24 60

Hose Tail

0194 To Suit 
Hose ID mm

Hex Size 
mm

Length
 mm

14KETF06MPN 6 22 71
14KETF08MPN 8 22 71
14KETF09MPN 9 22 71
14KETF10MPN 10 22 71
14KETF13MPN 13 22 71

Working Temperature:
-20°C to +60°C

Maximum Static Working Pressure:
PB 12 bar (174 PSI)

PromleCouplings

SERIES 14 SELF VENTING LOW PRESSURE

Plugs

Hose Tail

2210 To Suit 
Hose ID

Length 
mm

22SFTF06SXN 6 49
22SFTF08SXN 8 49
22SFTF10SXN 10 49
22SFTF13SXN 13 49

Tech Sheet 30001

Female Thread, BSPP

2210 Thread Hex Size
mm

Length
mm

22SFIW13SXN 1/4” 17 35
22SFIW17SXN 3/8” 19 35
22SFIW21SXN 1/2” 24 38

Tech Sheet 30001

Male Thread, BSPT

2210 Thread Hex Size
mm

Length
mm

22SFAK13SXN 1/4” 14 41
22SFAK17SXN 3/8” 17 41
22SFAK21SXN 1/2” 22 46

Tech Sheet 30001
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SERIES 17 QUICK COUPLING 
ENGLISH PROFILE

Male Thread, 
BSPT

1710 Thread Hex Size
mm

Length 
mm

17KAAK13SPN 1/4” 19 63
17KAAK17SPN 3/8” 19 62
17KAAK21SPN 1/2” 22 63

Tech Sheet 503

Female Thread, 
BSPP

1710 Thread Hex Size
mm

Length 
mm

17KAIW13SPN 1/4” 19 58
17KAIW17SPN 3/8” 19 57
17KAIW21SPN 1/2” 24 60

Tech Sheet 503

Hose Tail

1710 To Suit
Hose ID

Hex Size
mm

Length
mm

17KATF06SPN 6mm (1/4”) 19 76
17KATF08SPN 8mm (5/16”) 19 76
17KATF10SPN 10mm (3/8”) 19 76
17KATF13SPN 13mm (1/2”) 19 76

Tech Sheet 503

Plugs

Male Thread, 
BSPT

1710 Thread Hex Size
mm

Length 
mm

17SFAK10SXN 1/8” 11 37
17SFAK13SXN 1/4” 14 42
17SFAK17SXN 3/8” 17 42
17SFAK21SXN 1/2” 21 43

Tech Sheet 503

Female Thread, 
BSPP

1710 Thread Hex Size
mm

Length 
mm

17SFIW10SXN 1/8” 14 33
17SFIW13SXN 1/4” 17 36
17SFIW17SXN 3/8” 19 39
17SFIW21SXN 1/2” 24 41

Tech Sheet 503

Hose Tail
1710 To Suit Hose ID Length mm
17SFTF06SXN 6mm (1/4”) 58
17SFTF08SXN 8mm (5/16”) 52
17SFTF10SXN 10mm (3/8”) 52
17SFTF13SXN 13mm (1/2”) 52

Tech Sheet 503

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Standard Schrader series NW5
Flow Rate: 865 L/min

Working Temperature:

-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material: 
Steel nickel plated, Steel zinc plated, Brass nickel plated, 
NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, garages, workshops.

Promle

Y Connector

2 x Coupling Outlets, 
1 x Plug Inlet
1710 Length mm
17Y 114

Tech Sheet 503

Triple Outlet Connectors

3 x Coupling Outlets, 
1 x 3/8” BSPP Inlet
1710 Length mm
17W 111

Tech Sheet 503

Leader Hoses

A ‘Leader Hose’ is a length of flexible hose which should be fitted betwee
an air tool and the connecting coupling. By absorbing the impact of a 
pneumatic impact tool, a leader hose will significantly increase the life
expectancy of the coupling.

3/8” Bore Rubber-Tech Hose,
Series 17 Plug x Male Thread, BSPT
1710 Thread Length mm
LH17/13K 1/4” 381
LH17/17K 3/8” 381
LH17/21K 1/2” 381

Tech Sheet 503

WARNING – 
Leader Hoses
The Health and Safety Executive 
guide states - ithe plug should not be 
screwed directly into the inlet port, but 
should be fitted onto a short isolation 
hose, thus isolating the plug and 
coupling from the tool vibration”.

Couplings
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SERIES 18 QUICK COUPLING 
ISO 6150 AC� PROFILE

Couplings

Male Thread, BSPT

0194 Thread Hex Size
mm

Length 
mm

18KAAK13MPN 1/4” 19 63
18KAAK17MPN 3/8” 19 62
18KAAK21MPN 1/2” 22 63

Tech Sheet 2098

Female Thread, BSPP

0194 Thread Hex Size
mm

Length 
mm

18KAIW13MPN 1/4” 19 58
18KAIW17MPN 3/8” 19 57
18KAIW21MPN 1/2” 24 60

Tech Sheet 2098

Hose Tail

0194 To Suit 
Hose ID mm

Hex Size
mm

Length
mm

18KATF06MPN 6 19 76
18KATF08MPN 8 19 76

Tech Sheet 2098

Plugs

Male Thread, BSPT

0194 Thread Length
mm

18SFAK13SXN 1/4” 41
Tech Sheet 2098

Female Thread, BSPP

0194 Thread Hex Size
mm

Length
mm

18SFIW13SXN 1/4” 19 43
18SFIW17SXN 3/8” 19 44

Tech Sheet 2098

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
ISO 6150 C, Staubli RBE06

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
Industrial pneumatic coupling, robust design.

Promle

Hose Tail

0194 To Suit Hose 
ID mm

Length
mm

18SFTF06SXN 6 56
18SFTF08SXN 8 56
18SFTF10SXN 10 56

Tech Sheet 2098
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SERIES 18 QUICK COUPLING ISO 6150 AC� 
PROFILE SELF VENTING LOW PRESSURE

Couplings

Female Thread, BSPP
0194 Thread Hex Size mm Length mm
18KEIW21SPN 1/2” 24 65

Tech Sheet 504

Male Thread, BSPT
0194 Thread Length mm
18SFAK13SXN 1/4” 41

Tech Sheet 504

Female Thread, BSPP
0194 Thread Hex Size mm Length mm
18SFIW13SXN 1/4” 19 43
18SFIW17SXN 3/8” 19 44

Tech Sheet 504

Hose Tail

0194 To Suit 
Hose ID mm

Length
mm

18SFTF06SXN 6 56
18SFTF08SXN 8 56
18SFTF10SXN 10 56

Tech Sheet 504

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Promle

Material:
Brass nickel plated, NBR seal 
(standard series coupling).

Working Temperature:
-20°C to +60°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Application:
General purpose pneumatic coupling, self-venting on disconnection.

Plugs

You might also need
FT Pro Pneumatic Tube
see page 898
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SERIES 19 QUICK COUPLING 
ENGLISH INDUSTRIAL PROFILE

Couplings

Male Thread, BSPT

1910 Thread Hex Size 
mm

Length
mm

19KAAK13MPX 1/4” 19 63
19KAAK17MPX 3/8” 19 63
19KAAK21MPX 1/2” 22 68

Tech Sheet 505

Female Thread, BSPP

1910 Thread Hex Size 
mm

Length
mm

19KAIW13MPX 1/4” 19 58
19KAIW17MPX 3/8” 19 58
19KAIW21MPX 1/2” 24 60

Tech Sheet 505

Hose Tail

1910 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

19KATF06MPX 6mm (1/4”) 19 76
19KATF08MPX 8mm (5/16”) 19 76
19KATF10MPX 10mm (3/8”) 19 76
19KATF13MPX 13mm (1/2”) 19 76

Tech Sheet 505

Plugs

Male Thread, BSPT

1910 Thread Hex Size 
mm Length mm

19SFAK13SXN 1/4” 14 50
19SFAK17SXN 3/8” 17 50
19SFAK21SXN 1/2” 21 57

Tech Sheet 505

Female Thread, BSPP

1910 Thread Hex Size 
mm

Length
mm

19SFIW13SXN 1/4” 17 46
19SFIW17SXN 3/8” 17 47
19SFIW21SXN 1/2” 19 47

Tech Sheet 505

Hose Tail

1910 To Suit 
Hose ID

Length 
mm

19SFTF05SXN 5mm 60
19SFTF06SXN 6mm (1/4”) 60
19SFTF08SXN 8mm (5/16”) 60
19SFTF10SXN 10mm (3/8”) 60
19SFTF13SXN 13mm (1/2”) 60

Tech Sheet 505

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Promle

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Interchangeability:
Standard PCL series.

Material:
Steel nickel plated, Brass nickel plated, 
NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, original PCL.
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SERIES 19

Y Connector

2 x Coupling Outlets, 1 x Plug Inlet
1910 Length mm
19Y 117

Triple Outlet Connectors

3 x Coupling Outlets, 1 x 3/8” BSPP Inlet
1910 Length mm
19W 111

3 x Coupling Outlets, 1 x 1/4” BSPP Inlet
1910
M3-19

Free Angle Rotating Joint

A ‘Leader Hose’ is a length of flexible hose which should
be fitted between an air tool and the connecting coupling
By absorbing the impact of a pneumatic impact tool, a 
leader hose will significantly increase the life expectancy
of the coupling.

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Male Thread, BSPT
1910 Thread
19FAAK13 1/4”
19FAAK17 3/8”
19FAAK21 1/2”

Female Thread, BSPP
1910 Thread
19FAIW13 1/4”

3/8” Bore Rubber-Tech Hose,
Series 19 Plug x Male Thread, BSPT
1910 Thread Length mm
LH19/13K 1/4” 381
LH19/17K 3/8” 381
LH19/21K 1/2” 381

Tech Sheet 1337

WARNING – 
Leader Hoses
The Health and Safety 
Executive guide states - ithe plug should not 
be screwed directly into the inlet port, but 
should be fitted onto a short isolation hose, 
thus isolating the plug and coupling from the 
tool vibration”.

Leader Hoses
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SERIES 20 QUICK COUPLING 
INTERNATIONAL PROFILE

Couplings

Male Thread, Metric & BSPP

2010 Thread Hex Size 
mm

Length
mm

20KAAM05MPN M5 9 26
20KAAW10MPN 1/8” 11 28

Tech Sheet 506

Female Thread, Metric & BSPP

2010 Thread Hex Size 
mm

Length
mm

20KAIM05MPN M5 9 26
20KAIW10MPN 1/8” 12 28

Tech Sheet 506

Hose Tail

2010 To Suit 
Hose ID mm

Length 
mm

20KATF03MPN 3 35
20KATF04MPN 4 35
20KATF05MPN 5 35

Tech Sheet 506

Panel Mount, Quick Fit Tube Connection

2010 To Suit 
Tube mm

Hex Size 
mm

Length
mm

20KAKS04MPN 3 x 4 12 45
20KAKS06MPN 4 x 6 12 45

Tech Sheet 506

Male Thread, Metric & BSPP

2010 Thread Hex Size 
mm

Length
mm

20SFAM05MXN M5 7 18
20SFAW10MXN 1/8” 11 20

Tech Sheet 506

Hose Tail

2010 To Suit 
Hose ID mm

Length 
mm

20SFTF03MXN 3 24
20SFTF04MXN 4 24
20SFTF05MXN 5 24

Tech Sheet 506

Quick Fit Tube Connection

2010 To Suit 
Tube mm

Hex Size 
mm

Length
mm

20SFKO04MXN 3 x 4 7 25
20SFKO05MXN 3 x 5 7 25

Tech Sheet 506

Panel Mount, Quick Fit Tube Connection

2010 To Suit 
Tube mm

Hex Size 
mm

Length
mm

20SFKS06MXN 3 x 6 12 38
Tech Sheet 506

Panel Mount, Standard Hose Tail

2010 To Suit 
Hose ID mm

Hex Size 
mm

Length 
mm

20SFTS03MXN 3 12 45
Tech Sheet 506

Quick Fit Tube Connection

2010 To Suit 
Tube mm

Hex Size 
mm

Length
mm

20KAKO04MPN 3 x 4 9 34
20KAKO06MPN 4 x 6 9 34

Tech Sheet 506

Female Thread, Metric & BSPP

2010 Thread Hex Size 
mm

Length
mm

20SFIM05MXN M5 7 17
20SFIW10MXN 1/8” 12 19

Tech Sheet 506

Interchangeability:
Rectus 91, Walther 06-003
Flow Rate:
165 L/min

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, medical, dental, robotics, instrumentation.

Promle

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Plugs

3 Pneumatic Quick Release Couplings-1.indd   339 28/02/2024   12:16



340

3 
   

Pn
eu

m
at

ic
 Q

ui
ck

 R
el

ea
se

 C
ou

pl
in

gs
Pn

eu
m

at
ic

 Q
RC

’s

3

SERIES 20 QUICK COUPLING 
INTERNATIONAL PROFILE

Couplings

Male Thread, Metric & BSPP
2010 Thread Hex Size mm Length mm
20KBAM05MPX M5 9 26
20KBAW10MPX 1/8” 11 28

Tech Sheet 507

Female Thread, Metric & BSPP
2010 Thread Hex Size mm Length mm
20KBIM05MPX M5 9 26
20KBIW10MPX 1/8” 12 28

Tech Sheet 507

Quick Fit Tube Connection
2010 Thread Hex Size mm Length mm
20KBKO06MPX 4 x 6 9 34

Tech Sheet 507

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Hose Tail
2010 To Suit Hose ID mm Hex Size mm Length mm
20KBTF03MPX 3 11 35
20KBTF04MPX 4 11 35

Tech Sheet 507

Male Thread, Metric & BSPP
2010 Thread Hex Size mm Length mm
20SBAM05MPX M5 9 28
20SBAW10MPX 1/8” 11 30

Tech Sheet 507

Female Thread, Metric & BSPP
2010 Thread Hex Size mm Length mm
20SBIM05MPX M5 9 26
20SBIW10MPX 1/8” 12 30

Tech Sheet 507

Quick Fit Tube Connection
2010 To Suit Tube mm Hex Size mm Length mm
20SBKO06MPX 4 x 6 9 30.5

Tech Sheet 507

Promle

Material:
Brass, NBR seal 
(standard series coupling).

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Application:
General purpose pneumatic coupling, medical, 
dental, robotics, instrumentation.

Hose Tail
2010 To Suit Hose ID mm Hex Size mm Length mm
20SBTF04MPX 4 8 36

Tech Sheet 507

Plugs
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SERIES 21 QUICK COUPLING 
WORLDWIDE PROFILE

Couplings

Male Thread, BSPP

2110 Thread Hex Size 
mm

Length
mm

21KAAW10MPN 1/8� 14 36
21KAAW13MPN 1/4� 17 38
21KAAW17MPN 3/8� 19 38

Tech Sheet 508

Female Thread, BSPP

2110 Thread Hex Size 
mm

Length 
mm

21KAIW10MPN 1/8� 14 36
21KAIW13MPN 1/4� 17 38
21KAIW17MPN 3/8� 19 38

Tech Sheet 508

Hose Tail

2110 To Suit 
Hose ID

Hex Size 
mm

Length
mm

21KATF04MPN 4mm 14 46
21KATF06MPN 6mm (1/4�) 14 46
21KATF08MPN 8mm (5/16�) 14 46
21KATF09MPN 9mm 14 46
21KATF10MPN 10mm (3/8�) 14 46

Tech Sheet 508

Panel Mount, Standard Hose Tail

2110 To Suit 
Hose ID

Hex Size 
mm

Length
mm

21KATS04MPN 4mm 14 60
21KATS06MPN 6mm (1/4�) 17 60
21KATS08MPN 8mm (5/16�) 17 60

Tech Sheet 508

Quick Fit Tube Connection

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KAKO06MPN 4 x 6 14 42
21KAKO08MPN 6 x 8 14 42

Tech Sheet 508

Panel Mount, Male Thread, BSPP

2110 Thread Hex Size 
mm

Length
mm

21KAAS13MPN 1/4� 17 43
Tech Sheet 508

Panel Mount, Quick Fit 
Tube Connection

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KAKS06MPN 4 x 6 14 54
21KAKS08MPN 6 x 8 17 54

Tech Sheet 508

Quick Fit Tube Connection with 
Spring Guard

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KAKK06MPN 4 x 6 14 125
21KAKK08MPN 6 x 8 14 130

Tech Sheet 508

Interchangeability:
Rectus 90, Camozzi, EWO.

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, medical, dental, robotics, instrumentation.

Promle

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)
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SERIES 21 QUICK COUPLING 
WORLDWIDE PROFILE

Plugs

Male Thread, BSPP

2110 Thread Hex Size
mm

Length 
mm

21SFAW10MXN 1/8” 14 25
21SFAW13MXN 1/4” 17 28
21SFAW17MXN 3/8” 17 28

Tech Sheet 508

Quick Fit Tube Connection

2110 To Suit 
Tube mm

Length 
mm

21SFKO06MXN 4 x 6 32
21SFKO08MXN 6 x 8 32

Tech Sheet 508

Panel Mount, Standard Hose Tail

2110 To Suit 
Hose ID

Hex Size
mm

Length 
mm

21SFTS04MXN 4mm 14 50
21SFTS06MXN 6mm (1/4”) 14 50
21SFTS09MXN 9mm 14 50

Tech Sheet 508

Panel Mount, Quick Fit Tube Connection

2110 To Suit 
Tube mm

Hex Size
mm

Length
mm

21SFKS06MXN 4 x 6 14 44
21SFKS08MXN 6 x 8 17 44

Tech Sheet 508

Hose Tail

2110 To Suit 
Hose ID

Length 
mm

21SFTF04MXN 4mm 32
21SFTF05MXN 5mm 32
21SFTF06MXN 6mm (1/4”) 32
21SFTF08MXN 8mm (5/16”) 32
21SFTF09MXN 9mm 33
21SFTF10MXN 10mm (3/8”) 33

Tech Sheet 508

Female Thread, BSPP

2110 Thread Hex Size
 mm

Length 
mm

21SFIW10MXN 1/8” 14 25
21SFIW13MXN 1/4” 17 25
21SFIW17MXN 3/8” 19 26

Tech Sheet 508

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Quick Fit Tube Connection with
Spring Guard

2110 To Suit 
Tube mm

Hex Size
mm

Length
mm

21SFKK06MXN 4 x 6 12 115
21SFKK08MXN 6 x 8 14 120

Tech Sheet 508

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

You might also need
Brass Quick-Fit Push-on Fittings
see pages 1156-1159
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SERIES 21 QUICK COUPLING 
WORLDWIDE PROFILE PUSH-IN

Couplings

Push-in
2010 OD mm Hex Size mm Length mm
21KARP06MPN 6 14 43.5
21KARP08MPN 8 17 48

Tech Sheet 508

Plugs

Push-in
2010 OD mm Hex Size mm Length mm
21SFRP06MPN 6 17 30.5
21SFRP08MPN 8 17 37

Tech Sheet 508

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Flow Rate:
560 L/min

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 psi)

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
Usable for air, oil and water. Ideally suited where tubing is often changed.

Promle

You might also need
Parker Legris Pneumatic Tube
see page 908
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SERIES 21 QUICK COUPLING 
WORLDWIDE PROFILE

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Couplings

Male Thread, BSPP
2110 Thread Hex Size mm Length mm
21KBAW10MPX 1/8” 14 36
21KBAW13MPX 1/4” 17 38

Tech Sheet 509

Female Thread, BSPP
2110 Thread Hex Size mm Length mm
21KBIW10MPX 1/8” 14 36
21KBIW13MPX 1/4” 17 38

Tech Sheet 509

Quick Fit Tube Connection
2110 To Suit Tube mm Hex Size mm Length mm
21KBKO06MPX 6 x 4 14 42
21KBKO08MPX 8 x 6 14 42

Tech Sheet 509

Hose Tail
2110 To Suit Hose ID Hex Size mm Length mm
21KBTF04MPX 4mm (1/8”) 14 46
21KBTF06MPX 6mm (1/4”) 14 46
21KBTF08MPX 8mm (5/16”) 14 46

Tech Sheet 509

Male Thread, BSPP
2110 Thread Hex Size mm Length mm
21SBAW10MPX 1/8” 14 40

Tech Sheet 509

Female Thread, BSPP
2110 Thread Hex Size mm Length mm
21SBIW10MPX 1/8” 14 40

Tech Sheet 509

Hose Tail
2110 To Suit Hose ID Hex Size mm Length mm
21SBTF08MPX 8mm (5/16”) 14 50

Tech Sheet 509

Plugs

Quick Fit Tube Connection
2110 To Suit Tube mm Hex Size mm Length mm
21SBKO06MPX 6 x 4 14 46
21SBKO08MPX 8 x 6 14 46

Tech Sheet 509

Working Temperature:
-20°C to +100°C
Standard seal NBR

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Flow Rate:
310 L/min

Material:
Brass, NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, medical, dental, robotics, instrumentation.

Promle
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SERIES 21 SAFETY QUICK COUPLING 
WORLDWIDE PROFILE SAFETY LOCKING

Couplings

Male Thread, BSPP

2110 Thread Hex Size 
mm

Length
mm

21KSAW10MPN 1/8” 14 36
21KSAW13MPN 1/4” 17 38

Tech Sheet 10279

Female Thread, BSPP

2110 Thread Hex Size 
mm

Length
mm

21KSIW10MPN 1/8” 14 36
21KSIW13MPN 1/4” 17 38

Tech Sheet 10279

Hose Tail

2110 To Suit 
Hose ID

Hex Size 
mm

Length
mm

21KSTF06MPN 6mm (1/4”) 14 46
21KSTF08MPN 8mm (5/16”) 14 46
21KSTF10MPN 10mm (3/8”) 14 46

Tech Sheet 10279

Plugs

Male Thread, BSPP

2110 Thread Hex Size 
mm

Length
mm

21SSAW10MXN 1/8” 14 25
21SSAW13MXN 1/4” 17 28

Tech Sheet 10279

Female Thread, BSPP

2110 Thread Hex Size 
mm

Length 
mm

21SSIW10MXN 1/8” 14 25
21SSIW13MXN 1/4” 17 26

Tech Sheet 10279

Hose Tail

2110 To Suit 
Hose ID

Length 
mm

21SSTF06MXN 6mm (1/4”) 32
21SSTF08MXN 8mm (5/16”) 32
21SSTF10MXN 10mm (3/8”) 33

Tech Sheet 10279

Interchangeability:
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
Air breathing systems, medical, laboratories, diving suits etc.

Promle

Other materials, seals and mnishes available on request, please contact our technical department for further details.
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Couplings

SERIES 21 CODED QUICK COUPLINGS

Male Thread, BSPP
2110 Colour Thread Length mm
21KAAW10MPN0 Green 1/8” 47
21KAAW10MPN3 Brown 1/8” 47
21KAAW10MPN6 Blue 1/8” 47
21KAAW10MPN8 Red 1/8” 47
21KAAW13MPN0 Green 1/4” 47
21KAAW13MPN3 Brown 1/4” 47
21KAAW13MPN6 Blue 1/4” 47
21KAAW13MPN8 Red 1/4” 47

Tech Sheet 510

Female Thread, BSPP
2110 Colour Thread Length mm
21KAIW10MPN0 Green 1/8” 47
21KAIW10MPN6 Blue 1/8” 47
21KAIW10MPN8 Red 1/8” 47
21KAIW13MPN0 Green 1/4” 47
21KAIW13MPN6 Blue 1/4” 47
21KAIW13MPN8 Red 1/4” 47

Tech Sheet 510

Hose Tail

2110 Colour To Suit 
Hose ID mm

Length
mm

21KATF10MPN8 Red 10 69
Tech Sheet 510

Plugs

Male Thread, BSPP
2110 Colour Thread Length mm
21SFAW10MXN0 Green 1/8” 39.5
21SFAW10MXN3 Brown 1/8” 39.5
21SFAW10MXN6 Blue 1/8” 39.5
21SFAW10MXN8 Red 1/8” 39.5
21SFAW13MXN0 Green 1/4” 41.5
21SFAW13MXN3 Brown 1/4” 41.5
21SFAW13MXN6 Blue 1/4” 41.5
21SFAW13MXN8 Red 1/4” 41.5

Tech Sheet 510

Female Thread, BSPP
2110 Colour Thread Length mm
21SFIW10MXN0 Green 1/8” 38.5
21SFIW10MXN3 Brown 1/8” 38.5
21SFIW10MXN6 Blue 1/8” 38.5
21SFIW10MXN8 Red 1/8” 38.5
21SFIW13MXN0 Green 1/4” 39
21SFIW13MXN3 Brown 1/4” 39
21SFIW13MXN6 Blue 1/4” 39
21SFIW13MXN8 Red 1/4” 39

Tech Sheet 510

Hose Tail

2110 Colour To Suit 
Hose ID mm

Length
mm

21SFTF04MXN0 Green 4 47
21SFTF04MXN6 Blue 4 47
21SFTF06MXN8 Red 6 47

Tech Sheet 510

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
Non-interchangeable, each coupling and plug has an 
individual shape so they can only be connected to each 
other, colour coded, one hand operation.

Working Temperature:
-20°C to +100°C
Standard seal NBR

Promle
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SERIES 21 QUICK COUPLING 
WORLDWIDE PROFILE THERMOPLASTIC

Couplings

Hose Tail, RectuPom

2110 To Suit 
Hose ID mm

Hex Size 
mm

Length
mm

21KBTF04DPX 4 17 60
21KBTF06DPX 6 17 60

Tech Sheet 10280

Quick Fit Tube Connection, RectuPom

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KBKO06DPX 4 x 6 17 56
Tech Sheet 10280

Quick Fit Tube Connection, RectuChem

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KBKO06FVX 4 x 6 17 56
Tech Sheet 10280

Panel Mount, Quick Fit Tube Connection, 
RectuPom

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KBKS06DPX 4 x 6 17 68
Tech Sheet 10280

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design

Working Temperature:
Rectupom -20°C to +80°C
Rectuchem -20°C to +120°C

Working Pressure:
Rectupom 10 bar ! 20°C
Rectuchem 8 bar ! 20°C

Material:
RectuPom – thermoplastic POM Black
RectuChem – thermoplastic PVDF White
Application:
Suitable for liquids, gases, drinking water, laboratories, 
medical technology and food areas.

Promle

Male Thread, BSPP, RectuPom

2110 Thread Hex Size 
mm

Length
mm

21KBAW10DPX 1/8” 17 50
21KBAW13DPX 1/4” 17 52

Tech Sheet 10280

Female Thread, BSPP, RectuPom

2110 Thread Hex Size 
mm

Length
mm

21KBIW10DPX 1/8” 17 53
21KBIW13DPX 1/4” 17 53

Tech Sheet 10280

Female Thread, BSPP, RectuChem

2110 Thread Hex Size 
mm

Length 
mm

21KBIW10FVX 1/8” 17 53
Tech Sheet 10280
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SERIES 21 THERMOPLASTIC QUICK COUPLING 
WORLDWIDE PROFILE
Plugs 

Male Thread, BSPP, RectuPom
2110 Thread Hex Size mm Length mm
21SFAW10DXX 1/8” 14 25
21SFAW13DXX 1/4” 17 28

Tech Sheet 10280

Quick Fit Tube Connection, RectuChem
2110 To Suit Tube mm Hex Size mm Length mm
21SFKO08FXX 6 x 8 17 32

Tech Sheet 10280

Female Thread, BSPP, RectuPom
2110 Thread Hex Size mm Length mm
21SFIW13DXX 1/4” 17 25

Tech Sheet 10280

Quick Fit Tube Connection, RectuPom
2110 To Suit Tube mm Hex Size mm Length mm
21SFKO06DXX 4 x 6 14 32

Tech Sheet 10280

Female Thread, BSPP, RectuChem
2110 Thread Hex Size mm Length mm
21SFIW13FXX 1/4” 17 26

Tech Sheet 10280

Hose Tail, RectuPom
2110 To Suit Hose ID mm Length mm
21SFTF06DXX 6 32

Tech Sheet 10280

Panel Mount, Standard Hose Tail, 
RectuChem

2110 To Suit 
Hose ID mm

Hex Size 
mm

Length 
mm

21SFTS04FXX 4 14 50
Tech Sheet 10280

Other materials, seals and mnishes available on request, please contact our technical department for further details.

You might also need 
Translucent Silicone & FEP Tubing
see page 909
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SERIES 21 THERMOPLASTIC QUICK COUPLING 
WORLDWIDE PROFILE

Panel Mount, Quick Fit Tube Connection, 
RectuPom

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21SBKS06DPX 4 x 6 17 54
Tech Sheet 10280

Other materials, seals and mnishes available on request, please contact our technical department for further details.

SERIES 21 THERMOPLASTIC QUICK COUPLING 
WORLDWIDE PROFILE

Male Thread, BSPP, RectuPom

2110 Thread Hex Size 
mm

Length
mm

21SBAW10DPX 1/8” 17 36
21SBAW13DPX 1/4” 17 38

Tech Sheet 10280

Quick Fit Tube Connection, RectuPom

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21SBKO06DPX 4 x 6 17 42
Tech Sheet 10280

Quick Fit Tube Connection, RectuChem

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21SBKO08FVX 6 x 8 17 42
Tech Sheet 10280

Female Thread, BSPP, RectuPom

2110 Thread Hex Size 
mm

Length
mm

21SBIW10DPX 1/8” 17 39
21SBIW13DPX 1/4” 17 41

Tech Sheet 10280

Sleeve Mounting for Front Panel Installation

Panel Mount, Quick Fit Tube Connection, 
RectuPom

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KBKE06DPX 4 x 6 17 56
Tech Sheet 10280

Panel Mount, Quick Fit Tube Connection, 
RectuChem

2110 To Suit 
Tube mm

Hex Size 
mm

Length
mm

21KBKE06FVX 4 x 6 17 56
Tech Sheet 10280

Panel Mount, Standard Hose Tail, 
RectuPom

2110 To Suit 
Hose ID mm

Hex Size 
mm

Length 
mm

21KBTE04DPX 4 17 60
Tech Sheet 10280

Plugs (with Valve)

For FT Pro Polypropylene Hose Tails & Adaptors
see page 1149
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Male Thread, BSPP

2210 Thread Hex Size 
mm

Length
mm

22KAAK13MPN 1/4” 19 61
22KAAK17MPN 3/8” 19 60

Tech Sheet 30001

SERIES 22 QUICK COUPLING 
ARO PROFILE

Female Thread, BSPP

2210 Thread Hex Size 
mm

Length 
mm

22KAIW13MPN 1/4” 19 56
22KAIW21MPN 1/2” 24 58

Tech Sheet 30001

Hose Tail

2210 To Suit 
Hose ID mm

Hex Size 
mm

Length
 mm

22KATF06MPN 6 19 74
22KATF08MPN 8 19 74
22KATF13MPN 13 19 74

Tech Sheet 30001

Working Temperature:
-20°C to +100°C

Maximum Working Pressure:
35 bar

Promle

Interchangeability:
Rectus 14, Aro 210, Parker 50, 
Orion 44510, JWL 522 & JWL 532

Material:
Brass nickel plated, NBR seal (standard series coupling).
Application:
Coupling system with single-hand operation. High Flow valve for 
optimum flow and low pressure drop. Specially suited to use with
gaseous media in industry. The steel sleeve counters oscillating forces

Couplings

Plugs

Hose Tail

2210 To Suit 
Hose ID

Length 
mm

22SFTF06SXN 6 49
22SFTF08SXN 8 49
22SFTF10SXN 10 49
22SFTF13SXN 13 49

Tech Sheet 30001

Female Thread, BSPP

2210 Thread Hex Size
mm

Length
mm

22SFIW13SXN 1/4” 17 35
22SFIW17SXN 3/8” 19 35
22SFIW21SXN 1/2” 24 38

Tech Sheet 30001

Male Thread, BSPT

2210 Thread Hex Size
mm

Length
mm

22SFAK13SXN 1/4” 14 41
22SFAK17SXN 3/8” 17 41
22SFAK21SXN 1/2” 22 46

Tech Sheet 30001
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SERIES 23 INDUSTRIAL INTERCHANGE HIGH 
FLOW QUICK CONNECT AIR COUPLINGS

Couplings

Male Thread, BSPT

2310 Thread Hex Size 
mm

Length
mm

23KAAK13MPN 1/4” 19 60
23KAAK17MPN 3/8” 19 60
23KAAK21MPN 1/2” 22 61

Tech Sheet 511

Female Thread, BSPP

2310 Thread Hex Size 
mm

Length
mm

23KAIW13MPN 1/4” 19 56
23KAIW17MPN 3/8” 19 55
23KAIW21MPN 1/2” 24 58

Tech Sheet 511

Hose Tail

2310 To Suit 
Hose ID

Hex Size 
mm

Length
mm

23KATF06MPN 6mm (1/4”) 19 74
23KATF08MPN 8mm (5/16”) 19 74
23KATF09MPN 9mm 19 74
23KATF10MPN 10mm (3/8”) 19 74
23KATF13MPN 13mm (1/2”) 19 74

Tech Sheet 511

Plugs

Male Thread, BSPT

2310 Thread Hex Size 
mm

Length
mm

23SFAK10SXN 1/8” 13 39
23SFAK13SXN 1/4” 14 42
23SFAK17SXN 3/8” 17 42
23SFAK21SXN 1/2” 22 48

Tech Sheet 511

Female Thread, BSPP

2310 Thread Hex Size 
mm

Length
mm

23SFIW10SXN 1/8” 14 36
23SFIW13SXN 1/4” 17 36
23SFIW17SXN 3/8” 19 36
23SFIW21SXN 1/2” 24 39

Tech Sheet 511

Hose Tail

2310 To Suit
Hose ID

Length
mm

23SFTF06SXN 6mm (1/4”) 51
23SFTF08SXN 8mm (5/16”) 51
23SFTF09SXN 9mm 51
23SFTF10SXN 10mm (3/8”) 51
23SFTF13SXN 13mm (1/2”) 51

Tech Sheet 511

Promle

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Norgren Dynaquip DC3, 
Hanson 3000, Parker, 
US C4109 1/4”, ISO 6150

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Flow Rate:
900 L/min
Material:
Brass nickel plated, NBR seal (standard series coupling).
Application: 
General purpose pneumatic coupling
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SERIES 24 QUICK COUPLING 
ISO 6150 B PROFILE

Couplings

Male Thread, BSPP

0194 Thread Hex Size 
mm

Length 
mm

24KAAW13MPX 1/4” 22 43
24KAAW17MPX 3/8” 22 43
24KAAW21MPX 1/2” 22 46

Tech Sheet 513

Female Thread, BSPP

0194 Thread Hex Size 
mm

Length
mm

24KAIW13MPX 1/4” 22 43
24KAIW17MPX 3/8” 22 43
24KAIW21MPX 1/2” 22 46

Tech Sheet 513

Hose Tail

0194 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

24KATF06MPX 6mm (1/4”) 21 60
24KATF08MPX 8mm (5/16”) 21 60
24KATF10MPX 10mm (3/8”) 21 60
24KATF13MPX 13mm (1/2”) 21 60

Tech Sheet 513

Plugs

Male Thread, BSPT

2310 Thread Hex Size 
mm

Length
mm

23SFAK10SXN 1/8” 13 39
23SFAK13SXN 1/4” 14 42
23SFAK17SXN 3/8” 17 42
23SFAK21SXN 1/2” 22 48

Tech Sheet 513

Female Thread, BSPP

2310 Thread Hex Size 
mm

Length
mm

23SFIW10SXN 1/8” 14 36
23SFIW13SXN 1/4” 17 36
23SFIW17SXN 3/8” 19 36
23SFIW21SXN 1/2” 24 39

Tech Sheet 513

Hose Tail

2310 To Suit
Hose ID

Length
mm

23SFTF06SXN 6mm (1/4”) 51
23SFTF08SXN 8mm (5/16”) 51
23SFTF09SXN 9mm 51
23SFTF10SXN 10mm (3/8”) 51
23SFTF13SXN 13mm (1/2”) 51

Tech Sheet 513

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Series 23, Norgren DC3, 
Hanson 3000.

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Material: 
Brass
Application:
General purpose pneumatic coupling

Promle

Maximum Static Working Pressure:
PB 35 bar (500 PSI)
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SERIES 25 QUICK COUPLING 
EUROPEAN PROFILE

Couplings

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
mm

25KAAK13MPN 1/4” 19 60
25KAAK17MPN 3/8” 19 60
25KAAK21MPN 1/2” 22 61

Tech Sheet 514

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25KAIW13MPN 1/4” 19 56
25KAIW17MPN 3/8” 19 55
25KAIW21MPN 1/2” 24 58

Tech Sheet 514

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25KATF06MPN 6mm (1/4”) 19 74
25KATF08MPN 8mm (5/16”) 19 74
25KATF09MPN 9mm 19 74
25KATF10MPN 10mm (3/8”) 19 74
25KATF13MPN 13mm (1/2”) 19 74

Tech Sheet 514

Quick Fit Tube Connection

2510 To Suit 
Tube mm

Hex Size 
mm

Length
mm

25KAKO08MPN 6 x 8 19 60
Tech Sheet 514

Panel Mount, Standard Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25KATS08MPN 8mm (5/16”) 19 80
25KATS10MPN 10mm (3/8”) 19 87

Tech Sheet 514

Quick Fit Tube Connection 
with Spring Guard

2510 To Suit 
Tube mm

Hex Size 
mm

Length 
mm

25KAKK08MPN 6 x 8 19 144
25KAKK10MPN 8 x 10 19 155

Tech Sheet 514

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus 26, 1600, 1625, 
JWL 520, 530.
Flow Rate:
1800 L/min

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass nickel plated
Application:
General purpose pneumatic coupling 
Euro standard design.

Promle
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SERIES 25 QUICK COUPLING 
EUROPEAN PROFILE

Plugs

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
mm

25SFAK10SXN 1/8” 13 33
25SFAK13SXN 1/4” 14 37
25SFAK17SXN 3/8” 17 37
25SFAK21SXN 1/2” 22 43

Tech Sheet 514

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SFIW10SXN 1/8” 14 30
25SFIW13SXN 1/4” 17 38.5
25SFIW17SXN 3/8” 19 39.5
25SFIW21SXN 1/2” 24 44

Tech Sheet 514

Hose Tail

2510 To Suit
Hose ID

Length 
mm

25SFTF06SXN 6mm (1/4”) 48
25SFTF08SXN 8mm (5/16”) 48
25SFTF09SXN 9mm 48
25SFTF10SXN 10mm (3/8”) 48
25SFTF13SXN 13mm (1/2”) 48

Tech Sheet 514

2 x Coupling Outlets, 1 x Plug Inlet
2510 Length mm
25Y 114

Tech Sheet 514

Triple Outlet Connectors

3 x Coupling Outlets, 1 x 1/4” BSPP Inlet
2510
M3-25

Tech Sheet 514

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Y Connector

Interchangeability: 
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Steel zinc plated
Application:
General purpose pneumatic coupling

3 x Coupling Outlets, 1 x 3/8” BSPP Inlet
2510 Length mm
25W 119

Tech Sheet 514

For Compressors
see page 1699-1703
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SERIES 25 QUICK COUPLING 
EUROPEAN PROFILE
Free Angle Rotating Joint

Male Thread, BSPT, Steel Nickel Plated
2510 Thread
25FAAK13SPN 1/4”

This rotating joint, when installed between the airline and hand tool, reduces operator wrist and elbow strain. 
It also acts as a universal joint and prevents kinks appearing in the airline.

Male Thread x Female Thread,
BSPP, Steel Nickel Plated
2510 Thread
FA13A13ISPN 1/4”
FA17A17ISPN 3/8”

Recoil Eliminator (Anti-Whip)

Hose Tail, Steel Nickel Plated

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25SRTF10SXN 10mm (3/8”) 21 60

Leader Hoses

A ‘Leader Hose’ is a length of flexible
hose which should be fitted between a  
air tool and the connecting coupling.
By absorbing the impact of a 
pneumatic impact tool, a leader hose 
will significantly increase the life
expectancy of the coupling.

3/8” Bore Rubber-Tech Hose,
Series 25 Plug x Male Thread, BSPT
2510 Thread Length mm
LH25/13K 1/4” 381
LH25/17K 3/8” 381

Other materials, seals and mnishes available on request, please contact our technical department for further details.

WARNING – 
Leader Hoses
The Health and Safety 
Executive guide states - ithe plug should not 
be screwed directly into the inlet port, but 
should be fitted onto a short isolation hose, 
thus isolating the plug and coupling from the 
tool vibration”.

Male Thread, BSP x
Female Thread, BSPP
0560 Male Thread Female Thread
FC04 1/4” 1/4”

Male Thread, BSPT x
Female Thread, BSPP
0560 Male Thread Female Thread
FE101 1/4” 1/4”

Flexible Connectors
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SERIES 25 QUICK COUPLING 
EUROPEAN PROFILE

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass, NBR seal (standard series coupling).
Application:
General purpose pneumatic coupling, double shut off, 
Rectus Ultra-Flo valve.

Promle

Couplings

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
mm

25KBAK13BPX 1/4” 19 60
25KBAK17BPX 3/8” 19 59
25KBAK21BPX 1/2” 22 57.5

Tech Sheet 515

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25KBIW13BPX 1/4” 19 56
25KBIW17BPX 3/8” 19 55
25KBIW21BPX 1/2” 24 58

Tech Sheet 515

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length
mm

25KBTF06BPX 6mm (1/4”) 19 74
25KBTF08BPX 8mm (5/16”) 19 74
25KBTF10BPX 10mm (3/8”) 19 74
25KBTF13BPX 13mm (1/2”) 19 74

Tech Sheet 515

Plugs

Male Thread, BSPP

2510 Thread Hex Size 
mm

Length 
mm

25SBAW13MPX 1/4” 22 43
25SBAW17MPX 3/8” 22 43
25SBAW21MPX 1/2” 22 46

Tech Sheet 515

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SBIW13MPX 1/4” 22 43
25SBIW17MPX 3/8” 22 43
25SBIW21MPX 1/2” 22 46

Tech Sheet 515

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length
mm

25SBTF06MPX 6mm (1/4”) 21 60
25SBTF08MPX 8mm (5/16”) 21 60
25SBTF10MPX 10mm (3/8”) 21 60
25SBTF13MPX 13mm (1/2”) 21 60

Tech Sheet 515
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SERIES 1600 SAFETY QUICK COUPLING 
SELF VENTING

Couplings

Plugs

Male Thread, BSPT, Steel Nickel Plated

2510 Thread Hex Size 
mm

Length
mm

25SFAK10SXN 1/8” 13 33
25SFAK13SXN 1/4” 14 37
25SFAK17SXN 3/8” 17 37
25SFAK21SXN 1/2” 22 43

Tech Sheet 514

Female Thread, BSPP, Steel Nickel Plated

2510 Thread Hex Size 
mm

Length
mm

25SFIW10SXN 1/8” 14 30
25SFIW13SXN 1/4” 17 38.5
25SFIW17SXN 3/8” 19 39.5
25SFIW21SXN 1/2” 24 44

Tech Sheet 514

Hose Tail, Steel Nickel Plated
2510 To Suit Hose ID Length mm
25SFTF06SXN 6mm (1/4”) 48
25SFTF08SXN 8mm (5/16”) 48
25SFTF09SXN 9mm 48
25SFTF10SXN 10mm (3/8”) 48
25SFTF13SXN 13mm (1/2”) 48

Tech Sheet 514

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 12 bar (174 PSI) 

Material:
Steel nickel plated
Application:
General purpose pneumatic coupling self-venting safety 
feature EN 983, ISO 4414, ISO 6150.

Promle

Male Thread, BSPP

0194 Thread Hex Size 
mm

Length
mm

1600KEAK13SPN 1/4” 19 64.5
Tech Sheet 60256

Female Thread, BSPP

0194 Thread Hex Size 
mm

Length
mm

1600KEIW13SPN 1/4” 19 59
1600KEIW17SPN 3/8” 19 59
1600KEIW21SPN 1/2” 24 61.5

Tech Sheet 60256

Hose Tail

0194 To Suit
Hose ID

Hex Size 
mm

Length
mm

1600KETF09SPN 9mm 19 79.5
1600KETF10SPN 10mm (3/8”) 19 79.5
1600KETF13SPN 13mm (1/2”) 19 79.5

Tech Sheet 60256

New updated version of the 25KE self venting couplings. Still interchangeable with original 25 Series couplings.
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SERIES 25 PREMIUM CODED QUICK COUPLING

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Application:
Non-interchangeable, each coupling and plug has an 
individual shape so they can only be connected to each 
other, colour coded, one hand operation.

Promle

Male Thread, BSPP
2510 Colour Thread Length mm
25KAAW13BPX6 Blue 1/4” 60
25KAAW13BPX8 Red 1/4” 60
25KAAW17BPX6 Blue 3/8” 60
25KAAW17BPX8 Red 3/8” 60
25KAAW21BPX8 Red 1/2” 61

Tech Sheet 517

Female Thread, BSPP
2510 Colour Thread Length mm
25KAIW13BPX0 Green 1/4” 55
25KAIW13BPX3 Brown 1/4” 55
25KAIW13BPX6 Blue 1/4” 55
25KAIW13BPX8 Red 1/4” 55
25KAIW17BPX6 Blue 3/8” 55
25KAIW17BPX8 Red 3/8” 55
25KAIW21BPX3 Brown 1/2” 58
25KAIW21BPX6 Blue 1/2” 58
25KAIW21BPX8 Red 1/2” 58

Tech Sheet 517

Hose Tail

2510 Colour To Suit 
Hose ID mm

Length
mm

25KATF06BPX3 Brown 6 74
25KATF06BPX6 Blue 6 74
25KATF06BPX8 Red 6 74
25KATF09BPX6 Blue 9 74
25KATF09BPX8 Red 9 74

Tech Sheet 517

Plugs

Female Thread, 
BSPP
2510 Colour Thread Length mm
25SFIW13MXX0 Green 1/4” 33
25SFIW13MXX3 Brown 1/4” 33
25SFIW13MXX6 Blue 1/4” 33
25SFIW13MXX8 Red 1/4” 33
25SFIW17MXX0 Green 3/8” 33
25SFIW17MXX6 Blue 3/8” 33
25SFIW17MXX8 Red 3/8” 33

Tech Sheet 517

Hose Tail

2510 Colour To Suit 
Hose ID mm

Length
mm

25SFTF09MXX6 Blue 9 50.5
25SFTF09MXX8 Red 9 50.5

Tech Sheet 517

Couplings

Male Thread, BSPP
2510 Colour Thread Length mm
25SFAW13MXX6 Blue 1/4” 37
25SFAW13MXX8 Red 1/4” 37
25SFAW17MXX6 Blue 3/8” 37

Tech Sheet 517
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SERIES 25 SAFETY QUICK COUPLING 
PARKER PROFILE SAFETY LOCK

Couplings

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
mm

25KSAK13SPN 1/4” 19 60
Tech Sheet 519

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length
mm

25KSTF10SPN 10mm (3/8”) 19 74
25KSTF13SPN 13mm (1/2”) 19 74

Tech Sheet 519

Plugs

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
mm

25SSAK13SXN 1/4” 14 37
25SSAK17SXN 3/8” 17 37
25SSAK21SXN 1/2” 22 43

Tech Sheet 519

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SSIW13SXN 1/4” 17 33
25SSIW17SXN 3/8” 19 33

Tech Sheet 519

Hose Tail
2510 To Suit Hose ID Length mm
25SSTF08SXN 8mm (5/16”) 48
25SSTF10SXN 10mm (3/8”) 48
25SSTF13SXN 13mm (1/2”) 48

Tech Sheet 519

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material: 
Coupling: Steel nickel plated. NBR seal (standard series coupling). 
Plug: Steel zinc plated. 
Application:
Two-handed disconnection prevents accidental disconnection. 
The coupling and plug must firstly be pushed together before the
sleeve is pulled back.

Promle
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SERIES 25 QUICK COUPLING 
EUROPEAN PROFILE STAINLESS STEEL

Couplings

Male Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25KAAW13RVX 1/4” 19 59
25KAAW17RVX 3/8” 19 57.5

Tech Sheet 518

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25KAIW13RVX 1/4” 19 56
25KAIW17RVX 3/8” 19 55
25KAIW21RVX 1/2” 24 56

Tech Sheet 518

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25KATF10RVX 10mm (3/8”) 19 74
25KATF13RVX 13mm (1/2”) 19 74

Tech Sheet 518

Plugs

Male Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SFAW13RXX 1/4” 17 33.5
25SFAW17RXX 3/8” 19 33
25SFAW21RXX 1/2” 24 38

Tech Sheet 518

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SFIW13RXX 1/4” 17 38.5
25SFIW17RXX 3/8” 19 39.5
25SFIW21RXX 1/2” 24 44

Tech Sheet 518

Hose Tail
2510 To Suit Hose ID Length mm
25SFTF06RXX 6mm (1/4”) 48
25SFTF08RXX 8mm (5/16”) 48
25SFTF10RXX 10mm (3/8”) 48
25SFTF13RXX 13mm (1/2”) 48

Tech Sheet 518

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Rectus 26

Working Temperature:
-15°C to +200°C
Standard seal FKM 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Stainless steel coupling and plug
Application:
General purpose pneumatic coupling, stainless steel.

Promle
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SERIES 25 SAFETY QUICK COUPLING 
PARKER PROFILE SAFETY LOCKING

Couplings (Steel sleeve)

Male Thread, BSPT

2510 Thread Hex Size 
mm

Length
 mm

25KDAK13BPNS 1/4” 19 60

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25KDIW13BPNS 1/4” 19 56
25KDIW21BPNS 1/2” 24 58

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25KDTF08BPNS 8mm (5/16”) 19 74

Plugs (Valved)

Male Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SDAW13MPN 1/4” 22 43
25SDAW17MPN 3/8” 22 43
25SDAW21MPN 1/2” 22 46

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SDIW13MPN 1/4” 22 43
25SDIW17MPN 3/8” 22 43
25SDIW21MPN 1/2” 24 46

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25SDTF08MPN 8mm (5/16”) 21 60
25SDTF10MPN 10mm (3/8”) 21 60
25SDTF13MPN 13mm (1/2”) 21 60

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus design
Flow Rate:
Double valved 710 L/min

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass nickel plated
Application:
General purpose pneumatic coupling

Promle
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SERIES 26 QUICK COUPLING 
EUROPEAN PROFILE

Couplings

Male Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KAAW10MPX 1/8” 22 43
26KAAW13MPX 1/4” 22 39
26KAAW17MPX 3/8” 22 41
26KAAW21MPX 1/2” 22 44

Tech Sheet 520

Female Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KAIW13MPX 1/4” 22 41
26KAIW17MPX 3/8” 22 41
26KAIW21MPX 1/2” 24 44

Tech Sheet 520

Hose Tail

2610 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

26KATF06MPX 6mm (1/4”) 21 58
26KATF08MPX 8mm (5/16”) 21 58
26KATF09MPX 9mm 21 58
26KATF10MPX 10mm (3/8”) 21 58
26KATF13MPX 13mm (1/2”) 21 58

Tech Sheet 520

Plugs

Male Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

25SFAW10MXX 1/8” 14 31
25SFAW13MXX 1/4” 17 33
25SFAW17MXX 3/8” 19 33
25SFAW21MXX 1/2” 24 38

Tech Sheet 520

Female Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

25SFIW10MXX 1/8” 14 30
25SFIW13MXX 1/4” 17 33
25SFIW17MXX 3/8” 19 33
25SFIW21MXX 1/2” 24 35

Tech Sheet 520

Hose Tail
2610 To Suit Hose ID Length mm
25SFTF06MXX 6mm (1/4”) 48
25SFTF08MXX 8mm (5/16”) 48
25SFTF09MXX 9mm 48
25SFTF10MXX 10mm (3/8”) 48
25SFTF13MXX 13mm (1/2”) 48

Tech Sheet 520

Y Connector

2 x Coupling Outlets, 1 x Plug Inlet
2610 Length mm
26Y 90

Tech Sheet 520

Triple Outlet Connector

3 x Coupling Outlets, 1 x 3/8” BSPP Inlet
2610 Length mm
26W 96

Tech Sheet 520

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Festo KD Series

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass
Application:
General purpose pneumatic coupling

Promle
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SERIES 26 QUICK COUPLING 
EUROPEAN PROFILE

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability: 
Rectus design

Working Temperature:
-20°C to +100°C
Standard seal NBR 

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass
Application:
General purpose pneumatic coupling

Promle

For Brass & Nickel Plated Brass Hose Tails
see pages 1140-1146

Couplings

Male Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KBAW13MPX 1/4” 22 39
26KBAW17MPX 3/8” 22 41
26KBAW21MPX 1/2” 24 42

Tech Sheet 520

Female Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KBIW13MPX 1/4” 22 41
26KBIW17MPX 3/8” 22 41
26KBIW21MPX 1/2” 24 44

Tech Sheet 520

Hose Tail

2610 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

26KBTF06MPX 6mm (1/4”) 21 58
26KBTF08MPX 8mm (5/16”) 21 58
26KBTF10MPX 10mm (3/8”) 21 58
26KBTF13MPX 13mm (1/2”) 21 58

Tech Sheet 520

Female Thread, BSPP

2510 Thread Hex Size 
mm

Length
 mm

25SBIW13MPX 1/4” 22 43
25SBIW17MPX 3/8” 22 43
25SBIW21MPX 1/2” 22 46

Tech Sheet 520

Hose Tail

2510 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

25SBTF06MPX 6mm (1/4”) 21 60
25SBTF08MPX 8mm (5/16”) 21 60
25SBTF10MPX 10mm (3/8”) 21 60
25SBTF13MPX 13mm (1/2”) 21 60

Tech Sheet 520

Male Thread, BSPP

2510 Thread Hex Size 
mm

Length
mm

25SBAW13MPX 1/4” 22 43
25SBAW17MPX 3/8” 22 43
25SBAW21MPX 1/2” 22 46

Tech Sheet 520

Plugs
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SERIES 26 SAFETY QUICK COUPLING 
EUROPEAN PROFILE SELF VENTING

Couplings

Male Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KEAW13MPN 1/4” 22 55
26KEAW17MPN 3/8” 22 55
26KEAW21MPN 1/2” 24 58

Tech Sheet 10281

Female Thread, BSPP

2610 Thread Hex Size 
mm

Length
mm

26KEIW13MPN 1/4” 22 57
26KEIW17MPN 3/8” 22 57
26KEIW21MPN 1/2” 24 60

Tech Sheet 10281

Hose Tail

2610 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

26KETF06MPN 6mm (1/4”) 22 71
26KETF08MPN 8mm (5/16”) 22 71
26KETF09MPN 9mm 22 71
26KETF10MPN 10mm (3/8”) 22 71
26KETF13MPN 13mm (1/2”) 22 71

Tech Sheet 10281

Plugs

Male Thread, BSPT, Steel Nickel Plated

2510 Thread Hex Size 
mm

Length
mm

25SFAK10SXN 1/8” 13 33
25SFAK13SXN 1/4” 14 37
25SFAK17SXN 3/8” 17 37
25SFAK21SXN 1/2” 22 43

Tech Sheet 514

Female Thread, BSPP, Steel Nickel Plated

2510 Thread Hex Size 
mm

Length
mm

25SFIW10SXN 1/8” 14 30
25SFIW13SXN 1/4” 17 38.5
25SFIW17SXN 3/8” 19 39.5
25SFIW21SXN 1/2” 24 44

Tech Sheet 514

Hose Tail, Steel Nickel Plated
2510 To Suit Hose ID Length mm
25SFTF06SXN 6mm (1/4”) 48
25SFTF08SXN 8mm (5/16”) 48
25SFTF09SXN 9mm 48
25SFTF10SXN 10mm (3/8”) 48
25SFTF13SXN 13mm (1/2”) 48

Tech Sheet 514

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Working Temperature:
-20°C to +60°C
Standard seal nitrile 

Maximum Static Working Pressure:
PB 12 bar (174 PSI)

Interchangeability:
Rectus design

   

EN 983
ISO 4414
ISO 6150

Material:
Brass nickel plated, nitrile seal
Application:
General purpose pneumatic coupling self-venting 
safety feature.

Promle
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Promle: 
Euro Profile
Interchangeability: 
Rectus 25, 1600/1625, JWL 520 and 530.  
Material: 
Anodised aluminium, brass nickel plated.

Application: 
Parker’s Safety Quick Coupling Series KP is a safety 
coupling with pushing button integrating self-venting 
system according to ISO 6150 B, ISO 6150 and EURO. 
The self-venting takes place during disconnection in 2 
steps - no risk of pressurised hoses being tossed around. 
When the pushing button is pressed one time, the plug is 
released yet remains locked in. The coupling valve closes 
and the air is vented from the air line at the same time. 
Only then, by pressing the button again, can uncoupling 
take place safely. The system fulfils the requirements of
ISO 4414 - increased safety standards in the work place 
and make the use easy.
The right plug for self-venting series KP can be found as 
followings:
- ISO 6150 B� DN 5,5: Plug series 23
- ISO 6150 B� DN 8: Plug series 30
- ISO 6150 C� DN 5,5: Plug series 18
- ISO 6150 B� DN 8: Plug series 84
- EURO� DN 7,4: Plug series 25
Nominal Diameter: 
7.4mm 
Flow Rate: 
1225 L/min (6 bar, dP 0.5 bar)

Couplings

Male Thread, BSPP

2610 Thread Hex Size 
mm

Length 
mm

26KPAW13APX 1/4” 22 72
26KPAW17APX 3/8” 22 72
26KPAW21APX 1/2” 22 75

Tech Sheet 110818

SERIES 26 SAFETY PUSH BUTTON QUICK COUPLING 
ISO 6150 B ISO 6150 C & EUROPEAN SELF VENTING

Female Thread, BSPP

2610 Thread Hex Size 
mm

Length 
mm

26KPIW13APX 1/4” 22 70.5
26KPIW17APX 3/8” 22 72.5
26KPIW21APX 1/2” 22 74.5

Tech Sheet 110818

Hose Tail

2610 Thread Hex Size 
mm

Length
mm

26KPTF06APX 6 22 85.5
26KPTF08APX 8 22 85.5
26KPTF10APX 10 22 85.5
26KPTF13APX 13 22 85.5

Tech Sheet 110818

Working Temperature:
-20°C up to +100°C

Maximum Working Pressure:
12 bar

Promle

For Rubber Alloy Hose Assemblies
see page 1411
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SERIES 27 QUICK COUPLING 
EUROPEAN PROFILE

Couplings

Male Thread, BSPT

2710 Thread Hex Size 
mm

Length
mm

27KAAK13MPN 1/4” 24 63
27KAAK17MPN 3/8” 24 63
27KAAK21MPN 1/2” 24 65
27KAAK26MPN 3/4” 27 65

Tech Sheet 521

Female Thread, BSPP

2710 Thread Hex Size 
mm

Length
mm

27KAIW13MPN 1/4” 24 56
27KAIW17MPN 3/8” 24 56
27KAIW21MPN 1/2” 24 56
27KAIW26MPN 3/4” 27 60

Tech Sheet 521

Hose Tail

2710 To Suit 
Hose ID

Hex Size 
mm

Length 
mm

27KATF06MPN 6mm (1/4”) 24 76
27KATF09MPN 9mm 24 76
27KATF10MPN 10mm (3/8”) 24 76
27KATF13MPN 13mm (1/2”) 24 76
27KATF16MPN 16mm (5/8”) 24 76
27KATF19MPN 19mm (3/4”) 24 76

Tech Sheet 521

Other materials, seals and mnishes available on request, please contact our technical department for further details.

Interchangeability:
Rectus 41, 100, 1727.

Working Temperature: 
Couplings:
-20°C to +100°C
Standard seal NBR

Maximum Static Working Pressure:
PB 35 bar (500 PSI)

Material:
Brass, nickel plated, NBR seal (standard series) coupling.
Application:
General purpose high-flo pneumatic
Coupling self venting safety feature
Machinery construction, trade and automotive.

Promle

For Parker LF3000® Push-In 
see page 793
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